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Nästa generation skruvankare är här. Och med det, en revolution vid dimensioneringIntroducing the Hilti HUS3: Hilti’s third generation of self-locking, mechanical interlock screws.  

Hiltis nya skruvankare HUS3 Schaan (FL), June, 2014 The HUS3 is a newly-engineered undercut screw anchoöppnar för en helt ny flexibilitet vid dimensionering samtidigt som den har förmåga att ta höga lastvärden och är försedd med branschens mest krävande godkännanden. Nu går det att dimensionera säkerhetsrelevanta infästningar med upp till 30% högre lastkapacitet jämfört med traditionella metallexpander. HUS3 är optimalt för statiska eller seismiska laster och klarar utmanande konstruktionsförutsättningar som t.ex. små kantavstånd och tunn betongtjocklek. En revolution vid dimensionering!
r that offers up to 30% higher design resistances than metal expansion anchors. Unlike metal expansion anchors, HUS3 performs without the risk of uncontrolled slip, while its self-locking behavior ensures that it never unscrews under static and seismic action. Featuring a new coating and optimized hardening process, HUS3 are manufactured to ensure robustness and deliver impressive load values.

Works like a cast in. 
HUS3 transfers tensile loads via the same mechanical interlock principle used by
cast-in headed anchors, undercut anchors and cast-in place rebars. The highly loaded concrete consoles in the region of the optimized HUS3`s thread increases the original concrete compression strength, resulting in highest loads, even in low strength concrete. Therefore, the HUS3 can provide higher load classes than most metal expansion anchors in combination with smallest spacing and edge distances.  

Attractive performance.
The Hilti HUS3 opens a whole new world of design flexibility for safety relevant, medium duty applications and delivers the highest technical performance and best in class approvals. It meets challenging design requirements with ease, such as smallest edge distances and limited concrete member thicknesses. Available in hexagonal or countersunk heads, HUS3 offers a neat appearance while ensuring maximum setting convenience and load capacity performance.

Approved adjustability.
Hilti takes a giant leap forward with HUS3 – the world’s first screw anchor featuring a tested and approved adjustability process. Built to last, the HUS3’s new design allows for quick and easy base plate levelling, adjustments and realignments. It can be untightened and re-tightened twice, up to 10mm, without compromising integrity of approvals or load capacity – a Hilti exclusive and an industry first.

Matched system performance.
Everything from Hilti: HUS3 screw anchors and Hilti impact drivers are perfectly matched and thus form an optimized, highly efficient system. Hilti’s SIW22T-A is specially designed to drive the HUS3 undercut screw anchor and guarantees top productivity in every application.

PROFIS Anchor – the leading anchor design software.
PROFIS Anchor makes anchor selection and design faster, safer and more reliable. Special design models based on Hilti’s many years of experience allow the designer to find reliable solutions for additional applications not yet addressed within building codes and regulations. Features like the interactive 3D interface and the exclusive Multiple Load Case Calculations help the designer cut unnecessary work steps and save valuable time.
Godkänd för att kunna justeras och återanvändas
Hilti tar ett stort steg framåt med HUS3 eftersom det är världens första skruvankare som är testad och godkänd för att kunna justeras. Utformad för tuffa krav och fullt demonterbar gör HUS3 fastsättning och justering av konstruktionsdetaljer enkel. Den kan lossas och dras åt två gånger, upp till 10 mm, utan att tumma på säkerhet, godkännanden eller lastkapacitet – detta är Hilti först med på marknaden. HUS3 kan dessutom återanvändas och genom att snabbt prova om skruvankaret fastnar i testhylsan vet man om det går att återanvända.

Fungerar som en ingjuten infästning.
Överföringar av draglaster är för HUS3 av samma princip som för ingjutna bultar eller armering och hakankare. Designen av gängorna tillåter högre lastkapacitet än vad som tidigare tillåtits i de zoner där betongen är som mest belastad. Därför kan HUS3 ge bättre lastfall än de flesta expansionsexpander
i kombination med minsta tillåtna kant- och inbördes avstånd. 
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	Bild 1
Utformad för de tuffaste krav och fullt demonterbar underlättar HUS3 fastsättning och justering av konstruktionsdetaljer såsom basplattor. HUS3 är fullt täckt av godkännanden.
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	Bild 2:
Olikt metallexpander monteras HUS3 utan risk för glida tack vare sin självlåsningsfunktion som vid statisk eller seismisk belastning inte kan ”skruva ut“ sig själv.
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	Bild 3:
Genom att enkelt testa om skruvankaret fastnar i hylsan vet man om det går att återanvända.








CAPTION:
Its exclusive new design allows for quick and easy base plate levelling, adjustments and realignments without compromising integrity of approvals or load capacity – a Hilti exclusive and an industry first.




CAPTION:
The HUS3 transfers tensile loads into concrete   through diagonal compression struts via mechanical interlock– the same mechanical interlock principle used by cast-in anchors – thereby producing a safe, secure setting that lasts and lasts.  


 					 







CAPTION:
Robust. Reusable.  Reliable. HUS3 are fully removable and can be reused in temporary applications. To check the anchor’s reusability, simply place the used anchor inside the Hilti Reusability Gauge. If the anchor remains inside the gauge, it can be re-used. If the anchor slips through the gauge, the anchor should be discarded. 

DLaddar ner högupplösta bilderownload link to high res. på HUS3 photos:
View & download





The Hilti Group supplies the worldwide construction industry with technologically leading products, systems and services that provide construction professionals with innovative solutions and superior added value. The Group employs some 21,000 persons in over 120 countries who passionately create enthusiastic customers and build a better future. Hilti generated annual sales of CHF 4.3 billion in 2013. Hilti’s corporate culture is based on integrity, teamwork, commitment and the courage to embrace change. The headquarters of the Hilti Group are located in Schaan, Principality of Liechtenstein. 
Hilti-koncernen förser den globala byggindustrin med tekniskt ledande produkter, system och tjänster som ger professionella byggföretag innovativa lösningar och överlägsna mervärden. Koncernen har cirka 21.000 personer i över 120 länder som passionerat skapar entusiastiska kunder och bygger en bättre framtid. Hilti genererat en årlig försäljning på CHF 4,3 miljarder 2013. Hiltis företagskultur baseras på integritet, teamwork, engagemang och mod att se förändringar. Huvudkontoret för Hilti-koncernen finns i Schaan, Liechtenstein.
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